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Wood Industry 

Wrapped V-Belts

Urethane Belt with Rough Top Cover

Banded V-Belts 

Accu-link®

Cogged Raw Edge V-Belt

Megalinear with Guide

PPJ System Durataq and PVC Super GripAPL and AVAFC

Founded in 1957, Megadyne develops and manufactures power transmission belts, matched components and 
complete belt systems for any kind of machines. As a reliable partner for Original Equipment Manufacturers 
and the aftermarket distributors, it has 10 manufacturing plants in Europe, North America and Asia, more than 
50 commercial locations, and many distribution HUBS around the world able to deliver products efficiently, 
from large industrial sites to remote locations. 

Megadyne rubber and polyurethane belts can be found in applications throughout the wood industry. This 
industry segment brochure will present an overview of the main application areas where our products can 
be used, such as sawing, debarking, veener scarfing & exit transfer, veener stacker, chipping and MDF 
preparation, press exit, trimming & inspection applications…

With manufacturing plants, fabrication centers and distributors located throughout the world Megadyne is close 
at hand. Additionally, our sales personnel and application engineers are ready to help select the right belt for 
your power transmission and product handling needs.



Belt Properties

ACCU-LINK®
SUPPLIED AS     5 ft. in individual sleeves or 25 foot or 100 

foot rolls
LENGTH Open-End
SECTIONS Z/3L - A/4L - B/5L - C

FABRIC Multi-layer woven polyester

ADVANTAGE & CHARACTERISTIC Wear resistance, strong, long life, 
can be joined to any length

MEGALINEAR TPU SYNCHRONOUS BELTS
SUPPLIED AS     Open End Rolls, Joined
LENGTH Megalinear 0.5-100 m
STANDARD WIDTH Up to 150 mm (200 mm on select pitches)

T5, T10 & H WIDE WIDTH 200 - 500 mm

COMMON PITCHES T10-AT5-AT10-AT20
TENSION MEMBER Standard Steel/HF Steel/HP Steel/HPF Steel/

Stainless Steel/Kevlar
ADVANTAGE & CHARACTERISTIC Wear resistance, strong, long life, 

can be joined to any length

MEGADYNE ISORAN SYNCRHONOUS GOLD, SILVER2
SUPPLIED AS     Endless 
LENGTH 8M 248 - 4400 mm

14M 966 - 4956 mm
WIDTH 12 - 170 mm*

PITCH 8M, 14M

TENSIONING MEMBER Fiberglass
FEATURES High stability and resistance, antistatic
*Standard Width Range - Megadyne will cut to desired width upon request.

MEGADYNE V-BELTS
SUPPLIED AS     Endless, wrapped or raw edge
LENGTH Consult Megadyne
WIDTH According to section

SECTION Wrapped B, C, D Narrow 3V, 5V, 8V; Raw Edge 
BX, CX  

TENSIONING MEMBER Polyester
FEATURES Long life and good performance

MEGADYNE ISORAN SYNCRHONOUS PLATINUM
SUPPLIED AS     Endless 
LENGTH 8M 248 - 4400 mm

14M 966 - 4956 mm
WIDTH 12 - 170 mm*

PITCH 8M, 14M

TENSIONING MEMBER Special Dual Core
FEATURES High stability and resistance
*Standard Width Range - Megadyne will cut to desired width upon request.

MEGADYNE V-BELTS - PLURIBAND
SUPPLIED AS     Endless
LENGTH 2540-15250 mm
WIDTH According to the number of V-Belts

SECTION R8V 

TENSIONING MEMBER Polyester
FEATURES Oil and heat resistant, static dissipating



Sawing

Debarking

After trees are harvested from the forest or the farm they are cut into shorter, more manageable lengths for further 
processing. The sawing environment, whether in the field or mill, is one of dust, dirt and lots of vibration.
Power Transmission belts used to drive the saw must be strong, rigid and wear resistant. Megadyne offers a wide range of 
high strength belt options in single V, banded V and link V constructions.

After the tree is cut into manageable lengths, the tree is debarked. This process prepares bare wood for later processing 
into chips or veneer. Like Sawing, drive vibration is common along with dust and dirt. Contamination between the belt 
and pulley can affect belt life expectancy as belts tend to want to roll over. Additionally, drive shock loads are common in 
this area and can also lead to  belt breakage and shortened belt life.

PLURIBAND dimensional stability, 
smooth operation, oil resistant, 
static dissipating.

1

ACCU-LINK® BELT detachable 
links for easy belt assembling, 
available in A, B, C sections.

2

PLATINUM Rubber Timing Belt 
high resistance even in the most 
extreme operating conditions, 
designed for use in a typical chain 
driven drive applications, long life, 
available in PLT8 and PLT14 pitches.

2

LINEA GOLD new generation of 
raw edge belts with narrow section, 
resistant to chemical aggressive 
environments pitches.

2

PLATINUM Rubber Timing Belt 
high resistance even in the most 
extreme operating conditions, 
designed for use in a typical chain 
driven drive applications, long life, 
available in PLT8 and PLT14 pitches.

1

PLURIBAND dimensional stability, 
smooth operation, oil resistant, 
static dissipating.

1

OLEOSTATIC GOLD rubber 
wrapped V-belts with high resistant 
tensile elements, oil and heat 
resistant, long service life, low 
maintenance costs.

1

1

2

1



Veneer Scarfing & Exit Transfer
Another by-product of the debarked log is veneer. Veneer for use in lamination of MDF (Medium Density Fiberboard) 
board or Veneer used in the construction of plywood. After bark is removed from the log, the clean log is moved to a 
veneer scarfing line. In this case the log is gripped on both ends and turned at a very high speed against a very sharp 
scarfing blade. Various gauges of veneer can be scarfed; all depending on the finished material need. 

Veneer Stacker
The Scarfed veneer is taken from the exit transport conveyor and stacked into piles for later use. 

2

1

MEGALINEAR wear resistance, 
high flexibility, maintenance free, 
used in parallel path conveyors 
for a precise and non-skewed 
movement.

1

ISORAN RUBBER TIMING 
BELTS high quality cords and 
rubber compound, the higher 
power rating permits reduced 
width and compact pulleys.

2

1
MEGALINEAR AT10 WITH 
GUIDE AT10 with welded K17 
guides or square profile 
centered on convey side of 
belt and high precision linear 
positioning.

1

Wood Shredders
Wood shredders are machines used for reducing wood into smaller woodchips; they come in many different types and sizes.

1

PLATINUM Rubber Timing 
Belt high resistance even in the 
most extreme operating 
conditions, designed for use in a 
typical chain driven drive 
applications, long life, available 
in PLT8 and PLT14 pitches.

OLEOSTATIC GOLD 
rubber wrapped V-belts with 
high resistant tensile elements, 
oil and heat resistant, long 
service life, low maintenance 
costs.

1

1



2

Plywood Layup & Pressing
For plywood construction, individual sheets of veneer are selected from the stacking pile, glued and pressed to achieve 
the desired dimensional solid panel. Megalinear timing belts are used move veneer from veneer stacking to the press 
and again at press exit.

MEGALINEAR wear 
resistance, high flexibility, 
maintenance free, used with 
co-extruded or laminated 
covers for extra grip.

Chipping & MDF Preparation
The chipper is the first step in the manufacture of engineered board like MDF (medium density fiberboard). After the logs 
are debarked they are fed to a chipper where they are converted into small pieces of wood. Next is chip washing, drying 
and processing. Processing includes a mixture of glues, waxes and adhesives which creates a pulp like mix. This mix is 
then deposited onto a series of conveyor belts which ultimately are used to create the necessary matt of material to be 
delivered to the press.

1

1

PLURIBAND dimensional stability, 
smooth operation, oil resistant, 
static dissipating.

1

PLATINUM Rubber Timing Belt 
high resistance even in the most 
extreme operating conditions, 
designed for use in a typical chain 
driven drive applications, long life, 
available in PLT8 and PLT14 pitches.

1

1

Press Exit, Trimming & Inspection
After plywood panels are pressed and MDF boards are formed, timing belts are commonly used to move the wide panels 
to trimming and final inspection.

MEGALINEAR wear resistance, 
high flexibility, maintenance free, 
joined with PPJ with added covers 
to convey heavy panels.

11



Application: 750HP Diesel Powered Wood Grinder

Previous belt: Rubber belt with aramid fiber cord

Previous belt problems: Belt did not deliver drive life and performance expectation of the customer. 

Solution: Megadyne’s Platinum ultra-high torque synchronous belt with “Dual Core” hybrid cord 
technology exceeded life expectations and provided a much greater safety factor. 
Additionally, Platinum’s RPP profile is compatible with existing pulleys on the drive and 
allowed the customer to make the upgrade at low cost and minimal installation time.

Case Studies
Application: Wood Panel Conveyor

Previous belt: Wide non-synchronous conveyor belt

Previous belt problems: Wide boards would skew as the boards were being moved into edge trimming

Solution: Megadyne Megalinear AT10 with NFT, moving in a precision indexed fashion eliminated 
skewing.  Additionally the load of the boards spread across 4 Megalinear belts enabled 
the use of PPJ for easy belt installation and belt replacement.
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AUSTRALIA
Victoria
Phone +61 (03) 9763 6701
au-ptsales@ammega.com

BELARUS
Minsk
Phone  +375 17 2802486
Info.by@megadynegroup.com

BRASIL
Sorocaba
Phone +55 15 2101 7700
Info.br@megadynegroup.com

CANADA
Edmonton
Phone  +1 780 461 4400
Info.ca@megadynegroup.com

Montreal
Phone +1 514 695 1313
Info.ca@megadynegroup.com

Toronto
Phone  +1 905 602 4400
Info.ca@megadynegroup.com

CHINA
Beijing
Phone  +86 10 8150 7478
info.cn@megadynegroup.com

Foshan
Phone +86 757 8381 5530
info.cn@megadynegroup.com

Ningbo*
Phone +86 574 8650 5008 
info.cn@megadynegroup.com

Phone +86 574 8833 4378
sales@challengept.com

Qingdao*
Phone +86 532 8658 0951
info.cn@megadynegroup.com

Shanghai
Phone +86 21 5447 1473
info.cn@megadynegroup.com

Xi’an
Phone +86 29 86358108
info.cn@megadynegroup.com

COLOMBIA
Bogotà
Phone  + 57 (1) 471 0503
Phone  + 57 (1) 893 9890
Info.co@megadynegroup.com

Cartagena
Phone  + 57 (5) 669 3604
Info.co@megadynegroup.com

CZECH REPUBLIC
Prague
Phone  +420 603 461 892
Info.cz@megadynegroup.com

FRANCE
Paris
Phone +33 1 6079 8200
info.fr@megadynegroup.com

GERMANY
Borchen
Phone +49 5251 8735 0
info.de@megadynegroup.com

HUNGARY
Budapest
Phone  +36 23 428 628
info.hu@megadynegroup.com

INDIA
Chennai*
Phone  +91 98841 81175 
info.in@megadynegroup.com

IRELAND
Dublin
Phone  +353 1 456 6311
ireland@challengept.com

ISRAEL
Caesarea
Phone  +972 4 637 1485
info.il@megadynegroup.com

ITALY
Turin*
Phone  +39 011 926 8052
info@megadynegroup.com

Pescara*
Phone +39 085 9700547
info.it@megadynegroup.com

Venice
Phone  +39 041 929 367
info.it@megadynegroup.com

JAPAN
Nagoya
Phone +81 52 433 7400 
info.jp@megadynegroup.com

MEXICO
Mexico C.P.
Phone +52 55 5587 3680
info.mx@megadynegroup.com

PERU
Lima
Phone + 51 713 0069
info.pe@megadynegroup.com 

POLAND
Bielsko Biala
Phone + 48 32 447 7179
info.pl@megadynegroup.com

Bydgoszcz*
info.pl@megadynegroup.com

SINGAPORE
Singapore
Phone +65 62739767
Info.sg@megadynegroup.com

SOUTH AFRICA
Johannesburg
Phone + 27 (0) 12 661 1652
info.za@megadynegroup.com

Phone + 27 (0) 11 3976115
sasales@challengept.com

Cape Town
Phone +27 (0)21 9820772
info.za@megadynegroup.com

SOUTH KOREA
Gyeonggi-do
Phone +82 314483613-7 
Info.kr@megadynegroup.com

SPAIN
Vilanova*
Phone +34 93 811 5450
info.es@megadynegroup.com

SWEDEN 
Kristianstad
Phone +46 10 1309600
info.se@megadynegroup.com 

THAILAND
Bangkok
Phone +66 2 902260413                                               
info.th@megadynegroup.com

TURKEY
Izmir
Phone +90 232 877 07 00 
info.tr@megadynegroup.com

U.K.
Birmingham
Phone +44 1384 215 021
info.uk@megadynegroup.com

Wolverhampton
Phone +44 (0) 1902 866116
uksales@challengept.com

U.S.A
California
Phone +1 323 265 8061
info.us@megadynegroup.com

Florida
Phone +1 813 241 4111
info.us@megadynegroup.com

Georgia*
info.us@megadynegroup.com

Illinois
Phone +1 630 752 0600
info.us@megadynegroup.com

New Jersey Americas HQ
Phone  +1 973 227 4904
info.us@megadynegroup.com

North Carolina*
info.us@megadynegroup.com

Oregon
Phone +1 503 231 7224
info.us@megadynegroup.com

Texas
Phone +1 972 438 6992
info.us@megadynegroup.com

* Manufacturing locations

GENERAL CONTACT 
INFORMATION

MEGADYNE
Via S. Lucia, 114
10075 Mathi (Torino) 

Phone +39 011 926 8052
info@megadynegroup.com

ammega.com

Member of Ammega Group.


